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1. IEDALA: Vielas/maisijuma un uznéméjsabiedribas/uznemuma identificeSana

1.1. Produkta identifikators
GYEON Q2M Iron WheelCleaner

1.2. Vielas vai maisijuma attiecigi apzinatie lietoSanas veidi un tadi, ko neiesaka izmantot

Vielas/maisijuma lietoSanas veids
Transportlidzeklu tiritajs. Entuziasti un profesionali (galalietotaji)

LietoSana, no kuras ieteicams izvairities
Neatbilsto$a izmantoSana.

1.3. Informacija par drosibas datu lapas piegadataju

Firmas nosaukums: Gyeon Technology

lela: 1405-538, 212, Gasan digital 1-ro

Vieta: Geumcheon-gu, Seoul, Korea

Telefons: +82-10-4339-3599

Persona izzinam: Robert Gyeon

E-pasts: sales@gyeonquartz.com

Izzinas sniedzo$a nodala: Dr. Gans-Eichler e-mail: info@tge-consult.de
Chemieberatung GmbH Tel.: +49(0)2534 6441185
Otto-Hahn-Str. 36 www.tge-consult.de
D-48161 Miinster

1.4. Talruna numurs, kur zvanit +82-10-4339-3599

arkartas situacijas:

2. IEDALA: Bistamibas apzinasana

2.1. Vielas vai maisijuma klasificésSana

Regula (EK) Nr. 1272/2008
Bistamibas klases:
Kodigs/kairino$s adai: Skin Irrit. 2
Nopietni acu bojajumi/acu kairindjums: Eye Irrit. 2
Sensibilizacija, ieelpojot vai nonakot saskaré ar adu: Skin Sens. 1
Bistamibas pazinojumi:
Kairina adu.
Izraisa nopietnu acu kairinajumu.
Var izraistt alergisku adas reakciju.

2.2. Etiketes elementi
Regula (EK) Nr. 1272/2008

Bistamas sastavdalas, kuras janorada etiketé
amonija merkaptoacetats

Signalvards: Uzmanibu

Piktogrammas:

Bridinajuma uzraksti

H315 Kairina adu.
H317 Var izraistt alergisku adas reakciju.
H319 Izraisa nopietnu acu kairindjumu.

Drosibas prasibu apziméjumi
P101 Mediciniska padoma nepiecieSamibas gadijuma attieciga informacija ir noradita uz
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iepakojuma vai etiketes.
P102 Sargat no bérniem.
P280 Izmantot aizsargcimdus/aizsargapgérbu/acu aizsargus/sejas aizsargus/dzirdes
aizsarglidzek|us.
P302+P352 SASKARE AR ADU: Nomazgat ar lielu Gdens daudzumu.

P305+P351+P338 SASKARE AR ACIM: Uzmanigi izskalot ar Gdeni vairakas mindtes. |znemt kontaktlécas, ja
tas ir ievietotas un ja to var vienkarsi izdarit. Turpinat skalot.

P333+P313 Ja rodas adas iekaisums vai izsitumi: lGdziet mediku palidzibu.
P337+P313 Ja acu iekaisums nepariet: lidziet mediku palidzibu.
P501 Atbrivoties no satura/tvertnes saskana ar vietgjiem noteikumiem.

2.3. Citi apdraudéjumi
Vielas maistjuma neatbilst PbT/vPvB kritérijiem saskana ar REACH XllI pielikumu.

3. IEDALA: Sastavs/informacija par sastavdalam

3.2. MaisTjumi

Bistamas sastavdalas

CAS Nr. Nosaukums Dala
EK Nr. [Indeksa Nr. [REACH N,
GHS Kilasifikacija

5421-46-5 amonija merkaptoacetats 20-<25%
226-540-9 | |
Skin Irrit. 2, Eye Irrit. 2, Skin Sens. 1, Aquatic Acute 1; H315 H319 H317 H400

9004-82-4 natrija laurilétera sulfats 5-<7%

Acute Tox. 4, Skin Irrit. 2, Eye Irrit. 2, STOT SE 3; H302 H315 H319 H335
H un EUH fraZu teksts: skatiet 16. iedala.

Sastavdalu markésana saskana ar Regulu (EK) Nr. 648/2004
5 % - < 15 % anjonu virsmaktivajam vielam, smarzvielas.

Papildus noradijumi

Produkts nesatur nekadas SVHC vielam (uzskaittti)> 0,1% saskana ar Regula (EK) Nr. 1907/2006 § 59
(REACH)

4. IEDALA: Pirmas palidzibas pasakumi

4.1. Pirmas palidzibas pasakumu apraksts

Vispareéjie noradijumi
Ja noticis nelaimes gadijums vai jatami veselibas traucéjumi, nekavéjoties meklét medicinisku palidzibu (ja
iespéjams, uzradit mark&jumu).
Ja ieelpots
Ja ieelpots, parvietot cietuSo svaiga gaisa un noguldit. Elpcelu kairindjumu gadijuma vérsieties pie arsta.
Ja noklust uz adas
Maigi izskalot ar lielu daudzumu ziepém un Gdeni. Acu kairindjuma gadijumos vérsieties pie arsta.

Ja noklust acis
Uzmanigi skalot ar Gdeni vairakas mindtes. Simptomu rasanas vai ilgtermina stdzibu gadijumos vérsieties pie
acu arsta.

Ja norits
Rupigi izskalojiet muti ar Gdeni. Dzert daudz tidens maziem malkiem (atSkaido$s efekts). NEIZRAISIT
vemsSanu. Gadijuma, ja paradas simptomi, vai Saubu gadijumos vérsieties pie arsta.
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4.2. Svarigakie simptomi un ietekme — akiita un aizkavéta

Informacija nav pieejama.

4.3. Norade par nepiecieSamo neatlickamo medicinisko palidzibu un Tpasu aprupi

Simptomatiska arstéSana.

5. IEDALA: Ugunsdzésibas pasakumi

5.1. Ugunsdzésibas lidzekli

Pieméroti ugunsdzésibas Iidzekli

Oglekla diokstds (CO2). Sauss ugunsdzéSanas lidzeklis. pret alkoholu izturigas putas. Izsmidzinams Gdenis.

Nepieméroti ugunsdzésibas lidzekli
Spéciga tdens strikla.

5.2. Ipasa vielas vai maisijuma izraisita bistamiba

Ugunsgréka gadijuma var rasties: Oglekla mono-oksids. Oglekla dioksids (CO2).

5.3. leteikumi ugunsdzéséjiem

Ugunsgréka gadijuma: Valkajiet autonomu elpoS$anas aizsargierici.

Papildus noradijumi

Piesarnoto ugunsdzeésanas tdeni savaciet atseviski. Nelaujiet nonakt kanalizacija vai Gdenos.

Pielagojiet ugunsdzésSanas pasdkumus attiecigajai videi.

6. IEDALA: Pasakumi nejausas nopludes gadijumos

6.1. Individualas droSibas pasakumi, aizsardzibas lidzekli un procediiras arkartas situacijam

Drosa lietoSana: skatiet dala 7
Personala aizsardziba: skatiet dala 8

6.2. Vides droSibas pasakumi
Izvairieties no kaitéjuma videi.

6.3. lerobezosanas un savak$anas panémieni un materiali

Savaciet ar Skidrumu uzsicosam saistvielam (smiltis, diatomTtu, skabju vai universalas saistvielas).

Savakto vielu utilizejiet saskana ar noradijumiem instrukcijas nodala.

levérojot vides aizsardzibas noteikumus - rlipigi notiriet nosmeérétos priekSmetus, gridas.

6.4. Atsauce uz citam iedalam
Atkritumu utilizacija: skatiet dala 13

7. IEDALA: LietoSana un glabasana

7.1. Piesardziba dros$ai lieto$anai

Noradijumi drosai lietosanai

Izmantot piemérotu aizsargapgdérbu. Skatiet 8. iedala.

Noradijumi ugunsgréka un spradziena novérsanai

Visparigie ugunsdroSibas pasakumi.
Papildus noradijumi

Visparigi droSibas un higiénas pasakumi: Skatiet 8. iedala.

7.2. Dro$as glabasanas apstakli, tostarp visu veidu nesaderiba

Prasibas uzglabasanas telpam un tvertném
Uzglab3jiet tvertni ciesi aizslégtu, vésa, labi védinama vieta.

Noradijumi par uzglabasanu kopéja noliktavas telpa
Neuzglabajiet kopa ar: Spragstosas vielas. Oksidéjosas bistamas vielas (ciets). Slgidras vielas ar uzliesmo$anu

izraisoSu iedarbibu. Radioaktivas vielas. Infekciozas vielas. Partikas produkti un dzivnieku bariba.

Talaka informacija par uzglabasanas apstakliem

Turiet iepakojumu sausu un stingri noslégtu, lai izvairitos no piesarnosanas un mitruma uzsikSanas.
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leteicama uzglabasanas temperatira: 20°C
Aizsardziba pret: sals. UV starojums/ saules gaisma. karstums. Mitrums

7.3. Konkréts(-i) galalietoSanas veids(-i)
Skatiet 1. iedala.

8. IEDALA: ledarbibas parvaldiba/individuala aizsardziba

8.1. Parvaldibas parametri
Papildnoradijumi robezvértibam
L1dz Sim nav noteiktas nacionalas likuma prasibas attieciba uz robezvértibam.
8.2. ledarbibas parvaldiba

Atbilstosa tehniska parvaldiba
Tehniskie pasakumi un atbilstoSas darba proceddras ir piemérojamas prioritari personiga aizsargaprikojuma
izmantoSanai.
NodroSiniet pietiekamu ventilaciju.

Pasakumi aizsardzibai un higiénai
Péc produkta iznemsSanas vienmér ciesi noslédziet tvertni. Darba vieta ir aizliegts ést, dzert, sméekeét vai
smeékét. Pirms partraukumiem un péc darba nomazgajiet rokas.

Acul/sejas aizsardziba
Nésajiet aizsargbrilles, éimiskas aizsardzibas aizsargbrilles (ja iespéjama §?akstiSanas) EN 166

Roku aizsardziba
Stradat aizsargcimdos.
Atbilsto$s materials:
FKM (fluora elastomérs). - Cimdu materiala biezums: 0,4 mm
parravumu laiki: >= 8 h
Butila gumija. - Cimdu materiala biezums: 0,5 mm
parravumu laiki: >= 8 h
CR (polihloropréns, Hloropréna kaucuks). - Cimdu materiala biezums: 0,5 mm
parravumu laiki: >= 8 h
NBR (Nitrila gumija). - Cimdu materiala biezums: 0,35 mm
parravumu laiki: >= 8 h
PVC (Polivinilhlorids). - Cimdu materiala biezums: 0,5 mm
parravumu laiki: >= 8 h
Izvélétajiem aizsargcimdiem jaatbilst ES direktivas 2016/425 un no tas izrieto$a standarta EN 374
specifikacijam.
Pirms lieto$anas parbaudiet blivumu/necaurlaidibu. Ja vélaties cimdus izmantot vélreiz, pirms novilk§anas
nomazgajiet un uzglabjjiet labi védinama vieta.
Adas aizsardziba
AtbilstoSa kermena aizsardziba: Laboratorijas uzsvarcis.
Minimalie aizsardzibas pasakumu standarti, kas piemérojami, stradajot ar darba materialiem, ir noraditi TRGS
500 (D).
ElpoSanas organu aizsardziba

Atbilstosi izmantojot un ieverojot noteikumus, elpcelu aizsarglidzekli nav nepiecieSami.
Respirators ir nepiecieSams:

-robezvértibas parsniegSana

-nepietiekama ventilacija un aerosola vai dmakas veido$anas

AtbilstoSs elpoSanas aizsargierice: partikulu filtréSanas iekarta (EN 143). tips: P1-3
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Respiratora filtra klase ir noteikti jasaskano ar maksimalo kaitigo vielu koncentraciju
(gaze/tvaiki/aerosols/dalinas), kas var veidoties stradajot ar produktu. Koncentracijas parsniegSanas gadijuma

ir jalieto autonoma ierice!
Vides apdraudéjumu kontroles pasakumi

Nelaujiet produktam nekontroléti nonakt vidée.

9. IEDALA: Fizikalas un kimiskas ipaSibas

9.1. Informacija par fizikalajam un kimiskajam pamatipasibam

Agregatstavoklis:
Krasa:

Smarza:

pH:

Stavok|a izmainas
Ku$anas temperatdra:

VirS8anas punkts un virSanas temperatiras
diapazons:
Sublimacijas temperatara:

Mikstinasanas temperatira:
Plastamibas zuduma punkts:

UzliesmoSanas temperatira:
Talaka degSana:

Spradzienbistamiba
nav/neviens

Apak3éja spradziena robeza:
Aug8éja spradziena robeza:
AizdegSanas punkts:
PasaizdegSanas temperatura
gazém:
NoardiSanas temperatdra:
Oksidéjosas ipasibas
nav/neviens
Tvaika spiediens:
Blivums:
Skidiba Gden:
nav noteikts
Sadalijuma koeficients:
Dinamiska viskozitate:
Kinematiska viskozitate:
Izteces laiks:
Relativais tvaika blivums:
Relativais iztvaiko8anas atrums:
Skidinataju atdalidanas tests:
Skidinataju saturs:

skidrs
caurspidigs
kirsis

7,5

nav noteikts
100 °C

nav noteikts
nav noteikts
nav noteikts

nav noteikts

PasSveicinoSa sadegSana nav
konstatéjama

nav noteikts
nav noteikts

nav noteikts

nav noteikts
nav noteikts

nav noteikts

nav noteikts
nav noteikts

nav noteikts
nav noteikts
nav noteikts
nav noteikts
nav noteikts
nav noteikts
nav noteikts

nav noteikts
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9.2. Cita informacija
Cietu dalinu saturs: nav noteikts

10. IEDALA: Stabilitate un reagétspéja

10.1. Reagétspéja
Informacija nav pieejama.

10.2. Kimiska stabilitate
leteiktajos glabasanas, lietoSanas un temperatiras apstaklos produkts ir Kimiski stabils.

10.3. Bistamu reakciju iespéjamiba
Sk. 10.5 nodalu.

10.4. Apstakli, no kuriem javairas
Aizsardziba pret: UV starojums/ saules gaisma. karstums.

10.5. Nesaderigi materiali
Vielas, no kuram jaizvairas: Oksidacijas I1dzeklis, stipras iedarbibas. ReducéSanas Iidzeklis, stipras iedarbibas.

10.6. Bistami noardiSanas produkti
Ugunsgréka gadijuma var rasties: Oglekla mono-oksids. Oglekla dioksids (CO2).

11. IEDALA: Toksikologiska informacija

11.1. Informacija par toksikologisko ietekmi

Toksikokinétika, vielmaina un sadalidanas
Nav pieejami dati.
Akuts toksiskums
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.

CAS Nr. Nosaukums
Ekspozicijas cel§ Deva Sugas Avots Metode
5421-46-5 amonija merkaptoacetats
caur muti LD50 3500 Zurka. (M)SDS external
mg/kg
9004-82-4 natrija laurilétera sulfats
caur muti LD50 >2000 Zurka ECHA Dossier
mg/kg
adu LD50 >2000 Zurka ECHA Dossier
mg/kg

Kairinamiba un kodigums
Kairina adu.
Izraisa nopietnu acu kairinajumu.
Sensibilizéjosa iedarbiba
Var izraistt alergisku adas reakciju. (amonija merkaptoacetats)
Veézi izraisos$a, iedzimtibu mainosa, ka ari vairoSanos apdraudosa iedarbiba
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.

Toksiska ietekme uz mérkorganu, vienreizéja iedarbiba
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.

Toksiska ietekme uz mérkorganu, atkartota iedarbiba

Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
Bistamiba ieelpojot

Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
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Specifiski dzivnieku izméginajumu efekti
Nav pieejami dati.

12. IEDALA: Ekologiska informacija

12.1. Toksiskums
Produkts nav ticis parbaudits.

CAS Nr. Nosaukums
Udens toksicitate Deva | [h] ] [d] |Sugas Avots Metode
5421-46-5 amonija merkaptoacetats
Akdta toksicitate zivim LC50 >100 96 h|Oncorhynchus mykiss  |ECHA Dossier
mg/l (OECD 203)
Akuta algu toksicitate ErC50 27 mgll 72 h|Desmodesmus ECHA Dossier

subspicatus

9004-82-4 natrija laurilétera sulfats

Akata toksicitate zivim LC50 (7,1) 96 h|Danio rerio ECHA Dossier
mg/I

Akdta algu toksicitate ErC50 (27) mgl/l 72 h|Desmodesmus ECHA Dossier

subspicatu

Akuta toksicitate EC50 (7,2) 48 h|Daphnia magna ECHA Dossier

crustacea mg/I

Toksicitate zivim NOEC (0,14) 28 d|Oncorhynchus mykiss  |ECHA Dossier
mg/l

12.2. Noturiba un spéja noardities
Produkts nav ticis parbaudits.
CAS Nr. Nosaukums
Metode Vértiba | d |Avots

VértésSanu

5421-46-5 amonija merkaptoacetats

OECD 301C / 1SO 9408 / EEK 92/69 pielikums V, 100% 28 |MSDS external
C.4-F
9004-82-4 natrija laurilétera sulfats
OECD 3018/ ISO 9439/ EEC 92/69/V, C.4-C [100% [ 28 |ECHADossier
Biologiski viegli noardams (saskana ar OECD kritérijiem).

12.3. Bioakumulacijas potencials
Nav noradiijumu par bioakumulacijas potencialu.

Sadalijuma koeficients Séidibas n-oktanola attieciba pret Séidibu Gdeni
CAS Nr. Nosaukums Log Pow
5421-46-5 amonija merkaptoacetats -2,99 (pH=7)

12.4. Mobilitate augsné
Nav pieejami dati.
12.5. PBT un vPvB ekspertizes rezultati
Vielas maistjuma neatbilst PbT/vPvB kritérijiem saskana ar REACH XlII pielikumu.

12.6. Citas nelabvéligas ietekmes
Nav pieejami dati.

Papildus noradijumi
Nelaujiet nonakt tdenos vai kanalizacija.
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13. IEDALA: Apsvérumi saistiba ar apsaimniekoSanu

13.1. Atkritumu apstrades metodes

Noradijumi novaksanai (otrreizéjai parstradei)
Papildus jaievéro nacionalie spéka esosie noteikumi! Par atkritumu utilizaciju vienojieties ar atbildigo autorizéto
utilizacijas iestadi. lepakojumi, kas ir iztuk3oti un nav kontaminéti, var tikt izmantoti atkartoti.
Atkritumu klasifikacija/ apraksts javeic saskana ar Eiropas Atkritumu kataloga noradijumiem atbilstoSi
attiecigas nozares un procesa specifikai.
leteikumu saraksts atkritumu kodiem/ nosaukumiem saskana no Eiropas Atkritumu katalogu:

Izlietoto produktu atkritumu
200129 SADZIVES ATKRITUMI (MAJSAIMNIECIBU ATKRITUMI UN TIEM LIDZIGI TIRDZNIECIBAS UN
RUPNIECIBAS UZNEMUMU UN IESTAZU ATKRITUMI) UN ATSEVISKI SAVAKTIE ATKRITUMU
VEIDI; atseviski savaktie atkritumu veidi (iznemot 15 01. pozicija minétas); mazgasanas Ilidzekli, kas
satur bistamas vielas; bistamie atkritumi
Izlietoto atlikumu atkritumu
200129 SADZIVES ATKRITUMI (MAJSAIMNIECIBU ATKRITUMI UN TIEM LIDZIGI TIRDZNIECIBAS UN
RUPNIECIBAS UZNEMUMU UN IESTAZU ATKRITUMI) UN ATSEVISKI SAVAKTIE ATKRITUMU
VEIDI; atseviski savaktie atkritumu veidi (iznemot 15 01. pozicija minétas); mazgasanas Iidzekli, kas
satur bistamas vielas; bistamie atkritumi
Netiro iesainojsmu atkritumu
150110 IEPAKOJUMA ATKRITUMI; ABSORBENTI, SLAUCISANAS MATERIALS, FILTRU MATERIALS UN
AIZSARGAPGERBS, KAS NAV MINETI CITUR,; iepakojums (ietverot atseviski savaktus iepakojuma
sadzives atkritumus); iepakojums, kas satur bistamu vielu atlikumus vai kas ir ar tam piesarnots;
bistamie atkritumi

Sasmeéreétu iesainojumu novaksana un ieteicamie dzekli
Ar kontaminétajiem iepakojumiem jarikojas tapat ka ar vielam.

14. IEDALA: Informacija par transportéSanu

Sauszemes transports (ADR/RID)

14.1. ANO numurs: Nav klasificéjama ka bistama krava 3o transportéSanas noteikumu
nozime.

14.2. ANO satiSanas nosaukums: Nav klasificEjama ka bistama krava 3o transportéSanas noteikumu
nozime.

14.3. Transportésanas bistamibas Nav klasificéjama ka bistama krava So transportéSanas noteikumu

klase(-es): nozime.

14.4. lepakojuma grupa: Nav klasificEjama ka bistama krava 3o transportéSanas noteikumu
nozime.

Upju un ezeru kugniecibas transports (ADN)

14.1. ANO numurs: Nav klasificEjama ka bistama krava So transportéSanas noteikumu
nozime.

14.2. ANO siitiSanas nosaukums: Nav klasificéjama ka bistama krava So transportéSanas noteikumu
nozime.

14.3. TransportéSanas bistamibas Nav klasificéjama ka bistama krava 3o transportéSanas noteikumu

klase(-es): nozime.

14.4. lepakojuma grupa: Nav klasificéjama ka bistama krava So transportéSanas noteikumu
nozime.

Juras kugniecibas transports (IMDG)
14.1. ANO numurs: Nav klasificEjama ka bistama krava 3o transportéSanas noteikumu
nozime.
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14.2. ANO sitiSanas nosaukums: Nav klasificéjama ka bistama krava So transportéSanas noteikumu
nozime.
14.3. TransportéSanas bistamibas Nav klasificéjama ka bistama krava So transportéSanas noteikumu
klase(-es): nozime.
14.4. lepakojuma grupa: Nav klasificEjama ka bistama krava So transportéSanas noteikumu
nozime.

Gaisa transports (ICAO-TI/IATA-DGR)

14.1. ANO numurs: Nav klasificéjama ka bistama krava So transportéSanas noteikumu
nozime.

14.2. ANO satiSanas nosaukums: Nav klasificEjama ka bistama krava 3o transportéSanas noteikumu
nozime.

14.3. Transportésanas bistamibas Nav klasificéjama ka bistama krava So transportéSanas noteikumu

klase(-es): nozime.

14.4. lepakojuma grupa: Nav klasificéjama ka bistama krava So transportéSanas noteikumu
nozime.

14.5. Vides apdraudéjumi

BISTAMS VIDEI: Né
14.6. Ipasi piesardzibas pasakumi lietotajiem
sk. 6-8 nodalu

14.7. TransportéSana bez taras atbilstoSi MARPOL Il pielikumam un IBC kodeksam
neatbilstoSs

15. IEDALA: Informacija par reguléjumu

15.1. Drosibas, veselibas jomas un vides noteikumi/normativie akti, kas ipasi attiecas uz vielam un
maisijumiem

ES reglamentéjosa informacija

LietoSanas ierobezojumi (REACH, XVII pielikumu):

leraksts 3
2010/75/ES (VOC): Informacija nav pieejama.
2004/42/EK (VOC): Informacija nav pieejama.
Dati no Direktivas 2012/18/ES Nav paklauts Direktivas 2012/18/EU (SEVESO lII) prasibam
(SEVESO lll):

Papildnoradijumi priekSrakstiem

Drosibas datu lapa saskana ar Regula (EK) Nr. 1907/2006 (grozijumi ar Regulu (ES) Nr. 2020/878)
Maistjums ir klasificéts ka bistams Regulas (EK) Nr. 1272/2008 izpratné [CLP].

REACH 1907/2006 pielikumu XVII, No.

Nacionala normativa rakstura informacija

Darba piendkumu ierobezoSana:

Udens apdraudéjuma kategorija
(Vacija):
15.2. Kimiskas drosibas novértéjums

(maistjums): 3

Darba ierobezojumi saskana ar jaunieSu darba aizsardzibas likumu

(94/33/EK).
1 - nedaudz kaitigs Gdenim

Vielam, ko satur 8is maisijums, nav veikts vielu kimiskas drosibas novértgjums.

16. IEDALA: Cita informacija

Izmainas
Rev. 1.0; sakotnéja versija: 13.11.2020

Revizijas numurs: 1,0
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Saisinajumi un akronimi
ADR: Accord européen sur le transport des marchandises dangereuses par Route
AGW: Arbeitsplatzgrenzwert
CAS Chemical Abstracts Service
CLP: Classification, Labelling and Packaging of substances and mixtures
DNEL: Derived No Effect Level
d: day(s)
EINECS: European INventory of Existing Commercial chemical Substances
ELINCS: European Llst of Notified Chemical Substances
ECHA: European Chemicals Agency
EWC: European Waste Catalogue
IARC: INTERNATIONAL AGENCY FOR RESEARCH ON CANCER
IMDG: International Maritime Code for Dangerous Goods
IATA: International Air Transport Association
IATA-DGR: Dangerous Goods Regulations by the "International Air Transport Association" (IATA)
ICAO: International Civil Aviation Organization
ICAO-TI: Technical Instructions by the "International Civil Aviation Organization" (ICAQO)
GHS: Globally Harmonized System of Classification and Labelling of Chemicals
GefStoffV: Gefahrstoffverordnung (Ordinance on Hazardous Substances, Germany)
h: hour
LOAEL: Lowest observed adverse effect level
LOAEC: Lowest observed adverse effect concentration
LC50: Lethal concentration, 50 percent
LD50: Lethal dose, 50 percent
NOAEL: No observed adverse effect level
NOAEC: No observed adverse effect concentration
NLP: No-Longer Polymers
N/A: not applicable
OECD: Organisation for Economic Co-operation and Development
PNEC: predicted no effect concentration
PBT: Persistent bioaccumulative toxic
RID: R&glement international concernant le transport des marchandises dangereuses par chemin de
fer (Regulations Concerning the International Transport of Dangerous Goods by Rail )
REACH: Registration, Evaluation, Authorisation of Chemicals
SVHC: substance of very high concern
UN: United Nations
VOC: Volatile Organic Compounds

Maisijumu klasificéSana un piemérota aprékina metode atbilstoSi Regulai (EK) Nr. 1272/2008 [CLP]

Klasifikacija KlasificéSanas procedira

Skin Irrit. 2; H315 AprékinaSanas metode

Eye Irrit. 2; H319 AprékinaSanas metode

Skin Sens. 1; H317 AprékinaSanas metode

H un EUH frazu teksts (Numurs un viss teksts)

H302 Kaitigs, ja norij.
H315 Kairina adu.
H317 Var izraistt alergisku adas reakciju.
H319 Izraisa nopietnu acu kairinajumu.
H335 Var izraisit elpcelu kairingjumu.
H400 Loti toksisks adens organismiem.

Papildinformaciju
Klasifikacijas saskana ar Regulu (EK) Nr. 1272/2008 [CLP] - KlasificeéSanas procedira:
Veselibas riski: AprékinaSanas metode.
Vides apdraudéjumi: AprékinaSanas metode.
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Fiziskie riski: Pamatojoties uz testa datiem un / vai aprékinats un / vai aprékinats.

Informacija droSibas datu lapa atbilst misu labakajam zinaSanam spiediena piemérosanas gadijumos.
Informacijai ir jasniedz padomus par droSu ricibu ar produktiem, kas noradtti droSibas datu lapa, tos
uzglabajot, apstradajot, trasnportéjot un utilizéjot. Dati nav piemérojami citiem produktiem. Ja produkts tiek
samaisits, sajaukts vai apstradats ar citiem materialiem, vai tiek paklauti apstr'dei, droSibas datu lapa ietvertie

dati nevar tikt pieméroti jaunproducétajam materialam, iznemot gadijumus, ja rezultati atSkiras.

(Bistamo sastavdalu dati tika panemti no beidzamas speka esosas iepriekSeja piegadataja droSibas datu lapas.)
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